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*All image and specification is subject to change without prior notice.

- Compact size, waterproof, heavyload, easy construction, etc.

- Can be use indoors or outdoors.

- The max load is 150KG, the optional RG-AT180-UG 1 tow 1 unit 
or optional 1 tow 2 unit.
(Automatically sensing the passing direction of pedestrians and 
opening the door with the pedestrian walking direction)

Technical Data

165Nm

150kg

Max Torque

Max Door Weight

1200mm

150kg x2

1200mm x2Max Door Width

One MotorConfiguration

Ground embedding

5.5kg

Installation Method

Unit Weight

DC12V NO / NC

<60dB

Electric Lock Output

Running Noise

-90°~90°

6-12S

Opening Range

Opening/Closing Time

AC220V±10%, 50/60HzPower Supply

55WRated Power

<2W

5.5kg x2

55W x2

<2W x2Standby Power

-20~+55°CWorking Temperature

IP68Protection Level

330 x 130 x 100 (mm) 330 x 130 x 100 (mm) x2Unit Size

RG-AT180-UG
Ranger Automatic Underground Swing Door Operator

RG-AT180UG-D

Two Motor
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Installation Diagram *All specification is subject to change without prior notice.

Motor Connection

Controller

Bottom Bracket Top Bracket Door Panel Electric Lock

Rotating Arm
Unit


